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FOR PATTERN LAY%ULE éOLL:\IRE' PATERN
Semeessh Syo v de T T i Eimhurst, lllinois
TYB. SINGLE SOLDIER COURSE
INLAY 6" 8" IL CAMPO PAVERS, ) N
COLOR: HERITAGE BROWN (I e B REPEAT TYPICAL
ESTIMATED PERCENTAGE PATERN i }’:géglm X
(BY AREA) |
127%12° 57% SHOWN) .
w0 p r} , : City of Elmhurst
HANOVER PAVERS |
Lo ]
PLAN ~@\Existing Paving Pattern Detail
T\~ Scale: 3" = 1'-0"
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1" SAND LEVELING COURSE

TYP. RIVENSTONE PAVER FIELD (BY UNILOCK)
PATTERN: FOUR SIZE STONE (45 DEGREE)
SEE DETAIL FOR PATTERN LAYOUT
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TYP. SAND SWEPT I0INTS WITH SAND STABILIZER

TYP. 14" IRREGULAR FITTED FLAGSTONE PAVERS —Revislons
IN RANDOM PATTERN, DRY SET. JOINTS TO RANGE FROM 4" 1 Issued forBid 02722108

115" MAX.
FLAGSTONE TO BE CHILTON FULL COLOR RANGE.
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